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Standard version

The control system is external. 
Design, installation and operation of the control logic is
totally managed by the client.

Advantages of integrated controls

Simple Dependable Economical

Turn-key solution  Long experience & large installed base              Time and money saver at the
design and commissioning stages

INTEGRAL+ is a turn-key solution which eases the design and implementation of the actuator control system.

Why integrating
the controls into the actuators?

Integrated control

The control unit and power contactors are an integrated
part of the actuators. 
It executes orders from the supervisor. In addition it offers
local controls that can be disabled locally or remotely. 
It can also be managed by fieldbus. 



INTEGRAL+ 
Advanced integrated control
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INTEGRAL+ controls include:
• a configurable logic control unit managing the travel

limit device, the torque limiter, the motor thermal
protection

• power contactors (solid state relays on MODUGAM+)
• signalling relays
• local control selectors
• configuration panel
• positioner in option

INTEGRAL+ presentation

3 configurations adapted to different operating conditions

On-Off
Carry out complete operations of opening and
closing

INTEGRAL+
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Class III 
Reach intermediate positions with good precision
(better than 2%) 

Class II
Reach intermediate positions with high precision
(better than 1%) and change of direction every 2
or 3 seconds

Depending on actuator range, the box is designed in shape 

of “L” (view above) or in shape of “I” (controls on end).

INTEGRAL+ is a an integrated control package which can be fitted to all L.Bernard actuators range. 

• Emergency Shut Down (ESD), remote emergency
control with priority over all other controls

• Flexible and configurable: remote indication of position,
status and alarms can be configured 

Advanced functions

To get more information about the operating types, please refer to the user’s guide.
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INTEGRAL+ advantages

At the engineering phase
• Turn-key proven controls solutions designed by a

specialist

• Simplification and standardisation of wiring diagrams

• Selection of important functions before installation

• Reduced wiring and installation costs (external
control cabinet is not required)

• Built-in safety features protect the valve and process

On-site
• Easy commissioning thanks to local controls

• Commissioning only requires the power supply 

• Installation of additional functions on site at lower
costs (fieldbus board, positioner)

• Easy to use thanks to local settings and controls 

• Local controls lockable in various positions for
increased security

Two barriers fitted with O-rings insure an optimum protec-
tion against water ingress into the electronic compartment.

This protection remains effective even if the cover has not
been closed properly or if the cable glands have not been
tighten.

Protection is also insured for the local control selectors
thanks to internal reed switches which prevent moisture
ingress.

Double-sealing protection

Cover

O-rings

Cable 
entries
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In standard, 5 relays are included: one fault relay and
4 indication relays (electrically isolated from each other).

Fault relay
(normally open or normally closed contact configuration)
The fault relay is activated in case of:

• Power supply failure or blown fuse
• Loss of a phase (3 phase supply)
• Thermal motor protection tripped

Additional defaults can be detected (configurable)
• Torque limiter open / close tripped
• Selector on "LOCAL" or "OFF" position
• Loss of 4-20 mA input signal

Indication relays 
(normally open or normally closed contact configuration)

• 4 available relays can be set as follows:
Relay 1: open travel limit switch or open torque limit switch
Relay 2: closed travel limit switch or closed torque limit switch
Relay 3: open travel limit switch or open torque limit 
switch or selector on remote or selector on local or 
actuator opening or actuator operating
Relay 4: closed travel limit switch or closed torque 
limit switch or selector on remote or selector on local or 
actuator closing direction or active ESD remote command

• Additional 3 relay board (option): Open/Closed/Power on

Local LED indication (option)

• 3 LED's for Open/Closed/Power on

Position transmitter (on POSIGAM+/MODUGAM+)

4-20 mA proportional position feedback signal whatever
the control signal is (0-20 mA, 4-20 mA or 0-10 V).
A fully isolated position transmitter can be added.

Torque limiter

The electronic board memorises the torque limiter tripping
and prohibits restarting in the same rotational direction.

Fuses

Protection against short circuit.

Motor temperature sensor

If the temperature in the winding is too high, the motor
supply is switched off. Restarting is possible only after the
motor has cooled down.

Phase correction

Protects against incorrect 3 phase power supply connection.
Includes an automatic phase correction.

Remote control

• Dry contacts (24 VDC power internally supplied)
• Externally power supply (10-250 VAC/VDC)
• Pulse signal: one pulse for open, close or stop
• Maintained signal: actuator continues to function as

long as the signal is maintained and stops when released

Proportional (with positioner)

• By current: 4-20 mA, 0-20 mA, 4-12 mA, 12-20 mA,
• By voltage: 0-10 V
• Remote selection of AUTO / ON-OFF mode
• In case of loss of the 4-20 mA input signal, the actuator

can either stay-put or go to closed or open position
(configurable)

ESD (Emergency Shut Down)

It is a remote emergency control, with priority over all other
controls. According to the valve operation, ESD can be set
as an open command or a close command. To increase the
availability of the actuator in extreme conditions, ESD can
also override the motor thermal sensor.

Timing control (optional)

This optional card will allow extension of the valve travel-
ling time, in order to avoid the pressure surge. One part
of the stroke can be performed at a normal operating
speed and the other part at a lower speed. Adjustments
are independent in both open and close direction.

Local control at the actuator

• By pulse signal: one pulse for open, close or stop
• By maintained signal: actuator continues to function as long

as the signal is maintained and stops when released
• Local/Remote/Off selector lockable in all 3 positions

Local internal control (positioner)

• For commissioning or test purpose
• Automatic calibration according to selected signal

Signalling Remote control

Protections

INTEGRAL+ functions



Remote and local controls

Selectors
operating modes

• Maintained
• Pulse

Selector lockout

• Local / Remote / Off 
selector is lockable

• Selectors can be remotely 
locked-out

2 selectors for:

• Remote / Local / Stop / Off
• Open / Close

REMOTE CONTROL

LOCAL CONTROL

Means of control

• Maintained or pulse 
contacts

• Current loop or voltage 
proportional signal 
(POSIGAM+, MODUGAM+)

• Simple or redundant 
fieldbus available

Signalling

• 5 relays for signalling 
and alarms 

• Current or voltage 
proportional position 
feedback signal  
(POSIGAM+, MODUGAM+)

ESD

• Emergency command 
with priority over all 
other commands

Commands

• Open, Close and Stop
• Proportional control 

(POSIGAM+, MODUGAM+)
• Close on torque or on 

position
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The POSIGAM+ (class III actuators) and the MODUGAM+ (class II actuators) controls include a positioner function.
The control of the actuator and the position feedback use proportional signals which can be either analogue
(4-20 mA current loop i.e) or digital (Profibus DP).

Controller
Positioner

Motor

PositionerAdditional feedback 
transmitter (option)

Positioner

Control
circuit

Motor

Advantages of the integrated positioner

1. The integrated control loop described above allows to reach a given position with a good precision and hysterisis.
It also avoids the hunting effect as the motor inertia is taken into consideration by the control circuit.

2. While positioning is made locally via the internal control loop, the risk of electromagnetic interferences is dramati-
cally reduced. Thus modulating is more stable and precise.

3. A precise setting of the valve position with respect to the value of the incoming control signal is required for 
proper operation. The positioner can be isolated from the remote controller and setting performed locally by a 
single operator.

Integrated positioner

8
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Fieldbus communication

By the simple addition of the optional INTEGRALBUS board, INTEGRAL+ can be connected to a fieldbus.
Fieldbus allows control of multiple units via a single pair of wires thus reducing on-site wiring costs while
increasing the number of information transmitted.

Profibus DP simple as any other fieldbus is a serial link
(based on RS485) and all actuators are connected to the
same pair of wires.

Profibus DP simple

PLC 
with PROFIBUS DP extension

PROFIBUS DP
redundant INTEGRAL+

INTEGRAL+

INTEGRAL+

30 actuators maximum
per line segment

Line segment 
up to 1.2 km lengh

(up to 9 km 
with 8 repeaters)

PROFIBUS
interface
PROFIBUS
interface

PROFIBUS
interface
PROFIBUS
interface

PROFIBUS
interface
PROFIBUS
interface

Redundancy helps overcoming the risk of cut wires by
doubling the pairs of wires.
The redundancy function is also secured by the imple-
mentation of two Profibus boards in the INTEGRAL+ box.
If the first one fails, the communication automatically
switches to the second board.

Profibus DP redundant

PLC 
with PROFIBUS DP extension

PROFIBUS DP
INTEGRAL+
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30 actuators maximum
per line segment

Line segment 
up to 1.2 km lengh

(up to 9 km 
with 8 repeaters)

In case of loss of power supply, the Profibus communication
is lost. The power supply backup enables the user to get
the signalling and alarm information on the Profibus even
when the main power supply is shut-off.

Power supply backupINTEGRALBUS board specifications

• Link type: RS485
• Communication protocol: PROFIBUS-DP slave-cyclic
• Type of connection: single (standard) or redundant (option)
• Cable specification: Profibus certified cable only
• Line connection

Actuators per line without repeater: 31 max.
Line length without repeater: 1.2 km max. (0.75 mi)
Number of repeaters per line: 9 max.
Actuators per line with 4 repeaters or more: 99 max.
Line length with 9 repeaters: 10 km max. 

• Scan speed (30 units & 1.2 km): 0.1s (bus at 93.75 kbit/s)
• Transfer speed: 9.6 kbit/s up to 1,5 Mbit/s
• Power supply: internal via INTEGRAL+ transformer,

24VDC external backup 
• Technical approval: operability approved by PNO (Profibus

Nutzer Organisation)



INTEGRAL+ layout
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Technical specifications
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Models Three versions according to operating modes:
• INTEGRAL+ for ON/OFF
• POSIGAM+ for Class III modulating
• MODUGAM+ for Class II modulating

INTEGRAL+ includes: POSIGAM+ includes: MODUGAM+ includes:
• Terminal compartment • All INTEGRAL+ features • All INTEGRAL+ features
• Power contactors • Positioner board • Positioner board
• Logic control • Precision feedback • Solid state power control
• Configuration panel potentiometer, linearity<0.5% • Plastic track feedback potentiometer
• Signalling relays designed for 100 million operations 
• Local control selectors linearity<0.5%

Enclosure protection Two types of enclosure are available to meet site operating conditions:
FPi box (weather proof design)
• Standard: IP67 / NEMA 4
• On request: IP68 / NEMA 6P (are able to withstand to the pressure of 5m of water for 72 hours)

FPx box (explosion proof design)
• ATEX EEx d II B & II C T4 to T6
• NEMA 7 & NEMA 9 C.S.A. NRTL certification

Temperature Ambiant temperature range: -40°C ...+70°C  ( -40°F ... +158°F)

External corrosion Paint system and colour are the same as the actuator on which INTEGRAL+ is mounted
protection

Double-sealing For the protection of the electronics, the control compartment of the actuator can be fully isolatedrfrom
protection the wiring compartment:

• Standard with FPi box (weather proof design)
• Option with FPx box (explosion proof design)

On-off control • Isolated by opto-couplers
• Voltage: 10 to 250 V DC/AC
• Current: 10 mA at 24V
• Dry contacts (uses INTEGRAL+ auxillary DC supply)
• Minimum pulse duration: 100ms
• Time of rotational direction change: 50ms or 200ms

Modulating control • Standard input signal: 4-20 mA - output signal: 4-20mA
• Input signal: 0-20 mA - output signal: 0-20 mA
• Input signal: 0-10 V - output signal: 0-20 mA

Signalling relays • 4 relays: four information can be freely selected among a total of 16 available information 
(250 VAC-5A max.)
• Contact configuration: normally open or normally closed 

Default relay • SPDT contact
• Contact configuration: normally open or normally closed

Power supply Same power supply as the actuator

Electrical connection Screw type terminals or ring tongue terminals

Cable entries Standard configurations (other on request):
• Weather proof: 3xM20 (2 for signalling, 1 for power supply)
• Explosion proof: 3x3/4” NPT for SD actuators - 2x3/4” +1x1” NPT for ST actuators

Vibration resistance 1g (9.8 m/s2) at 10-500 Hz

EU conformity INTEGRAL+ controls comply with:
• The 89/336/EEC directive modified by 93/68/EEC electromagnetic compatibility
• The 73/23/EEC directive modified by 93/68/EEC Low Voltage
• The following harmonized standards: Generic emission standard-Industrial environment EN 50081-2 
Generic immunity standard - Industrial environment EN 50082-2 ; Rotating electrical machines EN 
60034-1, Degrees of protection provided by enclosures (IP code) EN 60529

Fieldbus interface Profibus DP (simple or redundant)
(option) • PROFIBUS-DP slave - RS 485

• Baudrate: autodetection
• Total number of master and slave modules on the same line: 32 max. up to 99 with repeaters
• PROFIBUS operability approved by PNO (Profibus Nutzer Organisation)
• Power supply backup
Other fieldbus on request

Options • LED indication board (closed, open, power on)
• Additional 3 relays board
• Timer board
• Separated box
• Additional position feedback transmitter isolated from the other output signals



4 rue d’Arsonval - BP 70091 - 95505 Gonesse Cedex - France
Tel: +33.1. 34.07.71.00 - Fax: +33.1.34.07.71.01
E-mail: mail@bernard-actuators.com
Internet: http://www.bernard-actuators.com
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At your service around the world 

AUSTRALIA TRANSMARK - FCX
fcx@fcxaustralia.com.au ROWVILLE, VICTORIA

Tel.: + 61 3 97 65 61 11
Fax: + 61 3 97 65 61 65

AUSTRIA IPU ING PAUL UNGER  WIEN 
hammermueller@IPU.co.at Tel.: +43 1 602 41 49

Fax: +43 1 603 29 43

BELGIUM BERNARD BENELUX SA
christian.baert@ bernard-benelux.com BRUXELLES

Tel.: +32 (0)2 343 41 22
Fax: +32 (0)2 347 28 43

BRAZIL JCN SAO PAULO
jcn@jcn.com.br Tel.: +55 11 39 02 26 00

Fax: +55 11 39 02 40 18

CHINA BERNARD BEIJING PEKIN
bbce@bernard-actuators.cn Tel.: +86 10 8739 77 27

Fax: +86 10 8739 77 04

CZECH REPUBLIC FLUIDTECHNIK BOHEMIA s.r.o.
brno@fluidbohemia.cz BRNO

Tel.: +420 548 213 233-5
Fax: +420 548 213 238

DENMARK ARMATEC A/S GLOSTRUP
jo@armatec.dk Tel.: +45 46 96 00 00
www.armatec.dk Fax: +45 46 96 00 01

EGYPT ATEB ALEXANDRIA
rfserv@atebreefer.com Tel.: +203 483 13 53
www.atebreefer.com Fax: +203 484 99 35

FINLAND Hijojankuja 5  ESPOO
info@soffco.fi Tel.: +358 0 207 420 740
www.soffco.fi Fax: +358 0 207 420 759

GERMANY DEUFRA GmbH TROISDORF
bernard@deufra.de Tel.: +49 22 41 98 340
www.deufra.de Fax: +49 22 41 98 34 44

GREECE PI&MS Entreprises Ltd
ioannis.pappas@pims.gr HALANDRI

Tel.: +30 210 608 61 52
Fax: +30 210 608 61 52

HUNGARY APAGYI TRADEIMPEX KFT
bela.apagyi@mail.tvnet.hu BUDAPEST

Tel.: +36 1 223 1958
Fax: +36 1 273 0680

INDIA CHEMTROLS LTD MUMBAI
chemtrolssam@vol.net.in Tel.: +91 22 2857 9992
www.chemtrolssamil.com Fax: +91 22 2857 9995

IRAN ASIA INSTRUMENTS Co. Ltd.
info@asiainstrumentsltd.com TEHRAN
www.asiainstrumentsltd.com Tel.: +98 21 8850 3065

Fax: +98 21 8874 2940

ITALY BERNARD SERVOMOTORI SRL
info.servomotori@bernard-italia.com RHO /MILANO

Tel.: +39 02 931 85 233
Fax: +39 02 931 85 260

MALAYSIA ACTUATION & CONTROLS ENGINEER
tcmeng@pc.jaring.my JOHOR BAHRU

Tel.: +60 7 23 50 277 / 23 50 281
Fax: +60 7 23 50 280 / 23 50 285

MIDDLE-EAST BERNARD MIDDLE-EAST
bernact@emirates.net.ae DUBAI - U.A.E.

Tel.: +971 4 39 80 726
Fax: +971 4 39 80 726

MOROCCO AQUATEL sarl
aquatel@wanadoo.net.ma CASABLANCA

Tel.: +212 22 66 55 71
Fax: +212 22 66 55 74

NETHERLANDS BERNARD BENELUX NV
bernard.benelux@12move.nl AN ZWAAG

Tel.: +31 (0)229-298083
Fax: +31 (0)229-298089

NORWAY FAGERBERG NORGE a.s
jer@fagerberg.no GRESSVIK
www.fagerberg.no Tel.: +47 69 35 55 30

Fax: +47 69 35 55 31

POLAND MARCO
matzanke@pol.pl WARSAW

Tel.: +48 22 864 55 43
Fax: +48 22 864 94 22

PORTUGAL PINHOL, GOMES & GOMES LDA.
import.export@pinhol.com.pt CARNAXIDE

Tel.: +351 21 425 68 50
Fax: +351 21 425 68 59

RUSSIA A.E.T. ST PETERSBURG
aet@ctinet.ru Tel./Fax: +7 812 320 55 97

Mob.: +7 812 956 35 14

SINGAPORE ACTUATION & CONTROLS ENG. (ASIA)
acesin@singnet.com.sg SINGAPORE

Tel.: +65 65 654 227
Fax: +65 65 650 224

SPAIN BERNARD SERVOMOTORES
bernardservo@bernard.es MADRID

Tel.: +34 91 30 41 139
Fax: +34 91 32 73 442

SOUTH AFRICA A-Q-RATE AUTOMATION CC
aqr@wol.co.za BERTSHAM

Tel.: +27 11 432 58 31
Fax: +27 11 432 41 04

SOUTH KOREA RENTEC CO Ltd  GYEONGGI-DO
totorokobi@metq.com Tel.: +82 31 399 73 23

Fax: +82 31 399 80 77

SOUTH KOREA YOO SHIN E&I Co. Ltd SEOUL 
yooshineni@empal.com Tel.: +82 2 406 62 78

Fax: +82 2 406 62 79

SWITZERLAND MATOKEM AG ALLSCHWIL
info@matokem.ag Tel.: +41 61 483 15 40
www.matokem.ch Fax: +41 61 483 15 42

THAILAND BERNARD SOUTH-EAST ASIA
chounramany@csloxinfo.com BANGKOK

Tel.: +66 2 640 82 64
Fax: +66 2 640 82 60

TURKEY OTKONSAS ISTANBUL
sales@otkonsas.com Tel.: +90 216 326 39 39

Fax: +90 216 545 98 75 /76

UNITED ARABS EMIRATES EMIRATES HOLDINGS
emhold@emirates.net.ae ABU DHABI

Tel.: +97 12 644 73 73
Fax: +97 12 644 40 66

UNITED-KINGDOM ZOEDALE Plc  BEDFORD
enquiries@zoedale.co.uk Tel.: +44 12 34 83 28 28
www.bernardactuators.co.uk Fax: +44 12 34 83 28 29

USA/CANADA/MEXICO BERNARD CONTROLS Inc
bsales@bernardcontrols.com HOUSTON - TEXAS
www.bernardcontrols.com Tel.: +1 281 578 66 66

Fax: +1 281 578 27 97


