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SELF-CONTAINED ELECTRO-HYDRAULIC ACTUATORS
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INTRODUCTION

The Rotork EH Range of self-contained, electro-hydraulic actuator includes an integrated control module;  a hydraulic manifold;  and a 
power unit consisting of a motor, hydraulic pump and reservoir.  All electronics are protected in a watertight or explosion-proof 
enclosure.  EH actuators are available in double-acting or spring-return configurations for both quarter-turn and linear applications.    
They can be configured to mount in any position, including remote mounting of the control module.  Torque requirements up to 600,000 
Nm (5.3 million lbf-in) and thrusts up to 5,500,000 N (1,2 million lbf) can be accommodated.  

Other features include local manual control, indication feedback via dry contacts and 4-20 mA signal; or optional digital control via 
Modbus, Foundation Fieldbus, Profibus, DeviceNet or Rotork Pakscan communication systems. The EH Range can be supplied for 
operation with virtually any single phase,  three phase,  or 24 VDC power supply.  

EH systems can also operated with an existing hydraulic power unit.  The HPU must operate with compatible hydraulic fluid at pressures 
that do not exceed EH Range maximums. Consult Rotork Fluid Systems  for sizing and application assistance.  

Standard Features: Self-contained system

Non-intrusive set-up and interrogation via an Infra-red hand held remote

Multiple input power options with either AC or DC supply

Local position indication, diagnostics and fault indication via illuminated LCD display

OPEN/CLOSE digital inputs and ESD (emergency shut down) input 

Positioning with a 4-20mA demand signal

Partial stroke for OPEN/CLOSE configurations 

Water-tight or explosion-proof

Manifold block simplifies control piping

Lockable Local/Remote/Offline selector switch

Local Open/Close selector switch

Opto-isolated digital inputs

Remote control disabled indication

Separate, double sealed terminal compartment

 

Optional Features: Hydraulic manual override pump

Fast stroke options

Hydraulic speed control

Digital communication via Modbus, Foundation Fieldbus, Profibus, DeviceNet or Rotork Pakscan

Solar power

Accumulators 

Safety and reliability - suitable for SIL3 applications

4-20 mA position transmitter
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GENERAL SYSTEM SPECIFICATION

Quarter-turn Torque Output:  600,000 Nm (5.3 million inch pounds) Higher torques available upon request.

Linear Thrust Output: 5.5 Million N (1.2 million pounds) Higher thrusts available upon request.
Standard EH Range linear actuators are available with stroke lengths up to 343mm (13.5in).
Longer stroke lengths available upon request. Consult Rotork Fluid Systems.

Operating Pressure:  170 bar (2500 psi) nominal 
100 bar (1500 psi) nominal with accumulator

INPUT POWER

AC Voltages: 

3 Phase 50Hz: 190, 200, 220, 240, 380, 400, 415, 440, 480, 500, 525, 550, 660, 690
3 Phase 60Hz: 200, 208, 220, 230, 240, 380, 400, 440, 460, 480, 575, 600, 660, 690
1 Phase 50Hz: 110, 115, 220, 230, 240
1 Phase 60Hz: 110, 115, 208, 220, 230, 240

DC Voltages: 24

Power Consumption:

Where power consumption is a concern e.g., solar power, DC powered EH systems are 
available with holding - power ratings as low as 1.2 Watts. Contact Rotork Fluid Systems 
for low-power consumption requirements.

Tolerances: AC: Voltage +/- 10%, Frequency 50/60Hz +/- 5%
DC: Voltage +/- 10%
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AC SYSTEMS 

DC SYSTEMS

RUNNING 

35 + motor power

12 + motor power

HOLDING

15

6.5

 POWER CONSUMPTION (watts)
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SYSTEM OPERATION

Local Operation: LOCAL/REMOTE/OFFLINE selector switch
OPEN/CLOSE switch
Visual position indication via LCD display
Optional hydraulic manual override

Remote Operation:

Inputs: Run, Stop, Close, ESD and partial stroke 
Low voltage input: 20-60 VAC/VDC opto-isolated
High voltage input: 60-120 VAC/VDC opto-isolated
Minimum On voltage 17 VDC/VAC  
Maximum Off voltage 3 VDC/VAC
Maximum Off current 100 uA
Minimum control signal 300 msec

 
Limit Switches: (2) SPDT, (4) SPDT optional 

Output: 4-20 mA position transmitter 
Zero adjustment 3.22 - 5.50 mA 
Span adjustment 17.70 - 34.34 mA
Maximum total impedance must not exceed 200 W

Positioning: Quarter-turn Cycle Rate:  100 starts/hr maximum
Repeatability 1%, Linearity 1%

Linear Cycle Rate:  200 starts/hr maximum
Repeatability 1%, Linearity 5%

Consult Rotork Fluid Systems for higher cycle rate requirements. Cycle rates over 1,200 
starts/hour available. 

Wiring Diagrams:
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DC 

0.20 A

0.25 A

2.50 A
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STANDARD

PAKSCAN

MODBUS

FOUNDATION F’BUS

DC INPUT

WD18747

WD18202

WD18205

WD18206

AC INPUT

WD18170

WD17984

WD18204

WD18494

WIRING DIAGRAMS
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SYSTEM OPERATION (cont)

Conduit Entries:  (3)  ½” NPT 

ENVIRONMENT Water-tight and explosion-proof configurations available.

Operating Temperatures: -20°C to 40°C (-4°F to 104°F). 
Temperatures from -50 C to 60 C can be accommodated. 
Contact Rotork Fluid Systems. 

Environmental Protection:

Control Enclosure: IP68

Motor: NEMA TEFC or IEC IP55, IP65 optional

Hydraulic Reservoir: IP54 (higher ratings available upon request)

Actuator: IP66, IP67M

  
Area Classifications:

FM: 3600 and 3615
Explosionproof Class I, Div. 1, Groups C, D
Dust-ignitionproof Class II, Div. 1, Groups E, F, G

ATEX: EN50014 and EN50018
Flameproof II 2GD EEx d IIB T4

IEC 60079-0 and 60079-1
Flameproof Ex d IIB T4

GOST (Russia)

Additional approvals available:

CSA Explosionproof Class I, Div. 1, Groups C, D
Dust-ignitionproof Class II, Div. 1, Groups E, F, G

INMETRO (Brazil)

° °
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All Rotork Fluid Systems actuators 
are manufactured under a third 
party accredited ISO 9001:2000 
quality assurance programme.

Published and produced by Rotork 
Fluid Systems.  Rotork recognises 
all registered trademarks.  

As we are continually developing our 
products, their design is subject to 
change without notice. RFSMH0308

Manufacturing Centres

Germany Italy Sweden United States
Melle Tassignano - Lucca Falun Rochester, New York
Tel: +49 (0)5422 9414-0 Tel: +39 0583 93061 Tel: +46 (0)23-587 00 Tel: +1 585 247 2304
Fax: +49 (0)5422 9414-10 Fax: +39 0583 934612 Fax: +46 (0)23-587 45 Fax: +1 585 247 2308
sales@rfs-pci.de fluid@fluidsystem.com Email: info@remotecontrol.se rfsinfo@rotork.com

Centres of Excellence

Australia Canada Singapore Spain
Bayswater, Victoria Calgary, Alberta Tel: + 65 6457 1233 Bizkaia
Tel: +61 (0) 3 9729 8882 Tel: +1 403 569 9455 Fax: + 65 6457 6011 Tel: + 34 94 676 6011
Fax: +61 (0) 3 9729 8884 Fax: +1 403 569 9414 mail@rotork.com.sg Fax: + 34 94 676 6018
sales@rfsaustralia.com info@rotork.ca rotork@rotork.es

United Kingdom United States United StatesUnited States
Bramley, Leeds Houston, Texas North Kingstown, Rhode IslandPetaluma, California
Tel: +44 (0)113 236 3312 Tel: +1 713 856 5640 Tel: +1 401 294 1400Tel: +1 707 769 4880
Fax: +44 (0)113 205 7266 Fax: +1 713 856 8127 Fax: +1 401 294 3388Fax: +1 707 769 4888

rfsinfo@rotork.com Email: sales@remotecontrol.us rfsinfo@rotork.comsales@rotorkfluidsystem.co.uk

Latest information is available on

www.rotork.com
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