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IW Series AWWA C504

Quarter-Turn worm gear operator
Description

The IW AWWA C504 worm gear operators 
are suitable for both motorized and manual 
actuation of AWWA C504 butterfly valves. 
They are designed to meet or exceed all 
aspects of AWWA C504 specification and 
are manufactured from high quality and 
reliable materials. Overload and life tests 
reports are available upon request. All Rotork 
Gears actuators are made to ISO 9001 
standards.

Key design features

•	 100% grease filled for life and fully sealed.

•	 Comprehensive gear ratios combined with a 		
	 selection of input gear reducers.

•	 Angular contact bearings supporting the  
	 worm shaft.

•	 Removable and repositionable drive sleeve.

•	 -40 °F to 250 °F standard temperature range.

•	 Adjustable travel stops +/- 5 degrees.

•	 Maximum rated output torque -  
	 1.47 million in-lbs.

•	 Maximum stem acceptance diameter -  
	 12” bored with ANSI B17.1 square key.

•	 Maximum base - FA40.

•	 Above or Buried Service.

Options

•	 Stem extensions.

•	 Padlock kit.

•	 NAMUR & Westlock Position indicator 		
	 mounting kit.

•	 High temperature 0 to 300 °F.

•	 Low temperature down to -60 °F.

•	 Open Right Service.

•	 450 ft-lbs Service.

Material Specification
	 Component	 Material	 Specification / Notes

	 Gearcase (IW3 / 4 / 7) 	 Cast Iron 	 ASTM A48 35B/40B
	 Gearcase (IW5 / 6 / 8-13) 	 Ductile Iron 	 ASTM A536 65-45-12
	 Base plate 	 Cast Iron 	 ASTM A48 35B/40B
	 Worm Shaft 	 Steel 	 AISI 4340
	 Quadrant 	 Manganese Bronze 	 ASTM B584 C86300
	 Position Indicator 	 Steel 	 AISI 1023
	 Drive sleeve 	 Steel 	 AISI 1023 or 1040 or 1055
	 Bearings 	 Angular Contact
	 O-Ring seals 	 Nitrile
	 Fasteners 	 Zinc Plated Steel
	 Grease 	 Renolit CL-X2
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A full listing of our worldwide sales and 
service network is available on our website.
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The name Rotork is a registered trademark. Rotork recognises all registered trademarks. 
Published and produced in the UK by Rotork Controls Limited. POWSH0909

UK
Rotork plc
tel	 +44 (0)1225 733200
fax	 +44 (0)1225 333467
email	 mail@rotork.com

USA
Rotork Gears Americas
tel	 +1 713 9837381
fax	 +1 713 8568022
email	 gears@rotorkgears.com

Rotork Gears Americas
9777 West Gulf Bank 
Suite 15A,  
Houston,
Texas 77040   
USA

tel: 	 +1 713 9837381
fax:  	 +1 713 8568022
email:	gears@rotorkgears.com

Rotork Gears S.R.L.
via Olona, 65/67
20015 Parabiago (MI)
Italy

tel: 	 +39 0331 552128
fax:  	 +39 0331 553147
email:	info@rotorkgears.it 

Rotork Gears BV	
Nijverheidstraat 25
7581 PV Losser
P.O. Box 98
7580 AB Losser
The Netherlands

tel: 	 +31 (0)53 - 5388677
fax:	 +31 (0)53 - 5383939
email:	info@rotorkgears.nl

Rotork Gears Shanghai
No. 260 Lian Cao Road
Xin Mei Urban Industrial Park
Min Hang District
Shang Hai 201108
China

tel:	 0086-21-64348388
fax:  	 0086-21-64348366
email:	info@rotorkgears.com.cn

Rotork Valvekits
Brookside Way,
Nunn Park,
Huthwaite,
Nottinghamshire, NG17 2NL
England

tel: 	 +44 (0)1623 440211
fax:  	 +44 (0)1623 440214
email:	sales@rotorkvalvekits.co.uk

Rotork Valvekits BV	
Nijverheidstraat 25
7581 PV Losser
P.O. Box 98
7580 AB Losser
The Netherlands

tel: 	 +31 (0)53 - 5388677
fax:	 +31 (0)53 - 5383939
email:	info@rotorkvalvekits.nl

Fluid Power Actuators and Control Systems

Gearboxes and Gear Operators

Dimensions (inches)
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Handwheel Selection Chart

40

36

32

28

24

20

16

12
12
8
8

6040 80 120RIM Effort in lb

Example how to use this Chart:
1 Get the input torque required
  Output Required 
 Input Torque = M.A.
2 Define Maximum allowable RIM effort
 (standard is 80lb)
3 Select Handwheel diameter
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Input Torque in Ft-lb
10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 190 200

	 Type	 øH 	 K 	 N
	 F200 	 8 	 2.97 	 3
	 F300 	 12 	 3.96 	 3
	 F400 	 16 	 3.96 	 4
	 F500 	 20 	 3.96 	 4
	 F600 	 24 	 3.96 	 4
	 F700 	 28 	 3.96 	 6
	 F800 	 32 	 3.96 	 6
	 F900 	 36 	 3.96 	 6
	 F1000 	 40 	 3.96 	 6
	 F1100 	 44 	 3.96 	 6
	 F1200 	 48 	 3.96 	 8
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